
Bracket and Linkages | Valves

BARBER COLMAN OPERATOR
 
 EA21 to 24 & EA51 to 58 
 (DUNGS and ECLIPSE EMP) EA71, 72, 73, 74, 75, 76  
 VALVE B & L Part No. VALVE B & L Part No.  

   B & L
 VALVE  Part No.
 
 1124-0 to -5 2-9004-160 
 1124-6 to -8 2-9004-161

 1126-0 to -8 2-9004-162
 1126-6-F to -8-F

 1126-9 to -12 2-9004-163

 1126-14 & -16 2-9004-164

 1004 & 1014 2-9004-165
 B, C, D  
    
 1004 & 1014 2-9004-166
 E, F, G  
   
 1008-02 to -4 2-9004-167
 1010-02 to -4 

 1008-5 to -8 2-9004-168
 1010-5 to -8 

 1136, 1146, 2-9004-169
 1156-6 to -8 

 1136, 1146 2-9004-170
 1156-9 to -14 

 1146, 1156 2-9004-171
 -16 to -22 

 1146, 1156 2-9004-172

 -24 & -30

  B & L
 VALVE Part No.
 
 1124-4 to -8 2-9004-215 
 1126-0 to -4 2-9004-145
 1126-5 to -8 2-9004-146
 1126-6-F to -8-F

 1126-9 to -16 2-9004-147
   
 1004 & 1014 2-9004-148
 B, C, D, E, F, & G 

 1008-02 to -7 2-9004-149
 1010-02 to -7 
 
 1008 -8 2-9004-150
 1010 -8 
 
  
 1136, 1146, 1156 x 2 -0061 -2
 -6 to -8  
  
 1136, 1146, 1156 x2 -0061 -1
 -9  to -24 

  B & L
 VALVE Part No.
 
 1156, 1146-9 2-9925-2 
 1156, 1146-10 2-9425-3
 1156, 1146 2-9925-4
 -12 to -18

 1156, 1146-20 & -22 2-9925-5
   
 1156, 1146-24 2-9925-6

 1156, 1146-30 2-9925-1
 1156, 1146-36 2-9941-1
  
  
 1156, 1146-42 2-9925-8
 

  B & L
 VALVE Part No.
 
 1008-02 to -1 2-8367-3 
 1008-2 to -4 2-8367-1 
 1008-5 to -8 2-8367-2 
 1004 or 1014 2-8367-4
 B, C, D, E, F, & G

 1126-9 to -12 2-8379-1
   
 1124-9 to -12 2-8379-2
  (spring loaded)

 1126-4 to -8 2-8432-1
 1126-F-6 to -8 

 1136, 1146, 2-11021-3
 1156-6 to -8 

 1136, 1146, 2-11021-2
 1156-9 to -14 

 1146, 1156 2-11021-4
 -16 to -20 

 1146, 1156 2-11021-1
 -22 to -30

 1004 & 1014, B, C, D, E, F, & G 2-9004-103

 1008-02 to -8, 1010-02 to -8 2-9004-104

 1124-0 to -4 2-9004-109

 1124-5 & -6 2-9004-110

 1124-7 & -8 2-9004-111

 1126-0 to -6 2-9004-100
 
 1126-7 & -8,1126-6-F to -8-F 2-9004-101 
 
 1126-9 to -16 2-9004-102

 1136, 1146, 1156-6 to -8 2-9004-105

 1136, 1146, 1156-9 to -14 2-9004-106

 1146, 1156-16 to -22 2-9004-107

 1146, 1156-24 & -30 2-9004-108

1004, 1014 B, C, D, E, F, & G 2-9004-118
1008-5 to -8, 1010-5 to -8

1008-02 to -4, 1010-02 to -4 2-9004-117

1126-0 to -8 2-9004115

1126-9 to -16 2-9004-116

Beck 11-102, 11-150 &
75-100 Series

BECK 2722, 2521, 2026,
2702, 2501, 2006

Beck 31 M20 
through M50

Series

North American
1600, 1600A, 1600B,

1600HL, 1600P
Beck 11-200

Series

BECK - NORTH AMERICAN 1600

NOTE: For instructions on valve linkage adjustments, see Instructions 1020. For valve drive parts, see Instructions 1020.

Bulletin 1020
page 4




