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TABLE 93 - RECOMMENDED SPARES

DESCRIPTION PIN OPTION PART NUMBER SAP

Fan Motor, Standard

(PIN 11,12) -17 024-27322-103 735401

(PIN 11,12) -28 024-27322-106 735403

(PIN 11,12) -40 024-27322-104 735402

(PIN 11,12) -46 024-27322-107 735404

(PIN 11,12) -58 024-27322-102 735400

Fan Motor, Low Noise

(PIN 11,12) -17
024-34980-102 736129

(PIN 11,12) -28

(PIN 11,12) -40 024-34980-105 736132

(PIN 11,12) -46 024-34980-101 736128

(PIN 11,12) -58 024-34980-103 736130

Fan Blade, Standard - 026-41594-000 741043

Fan Blade, Low Noise - 026-41592-000 741042

Valve, Thermal Expansion (QTC3070T-QTC3085T)
(PIN 29,30) >10 025-42426-025 523110T

(PIN 29,30) >30 025-40681-000 739877

Valve, Thermal Expansion (QTC3090T) (PIN 29,30) >10 025-42426-025 523110T

Valve, Thermal Expansion (QTC3095T-QTC3110T) (PIN 29,30) >10 025-42426-050 516656

Valve, Thermal Expansion (QTC3090T-QTC3100T) (PIN 29,30) >30 025-40681-000 739877

Valve, Thermal Expansion (QTC3110T) (PIN 29,30) >30 025-41743-000 740010

Core, Dehydrator - 026-37540-000 740964

Micro, I/O Kit - 331-02550-101 406668

Flashcard - 031-02755-004 744085

Sensor, Outside Air Temperature - 025-28663-001 427369

Sensor, Entering Water Temperature - 025-40334-000 739796

Sensor, Leaving Water Temperature - 025-40334-000 739796

Transducer, Suction Pressure (0-400psi) - 025-41756-002 392054

Transducer� Discharge Pressure (0-650psi) - 025-41756-003 392055

Compressor Oil Bitzel, PVE (1-quart container) - 011-00981-000 729008

Compressor Oil Bitzel, PVE (5-quart container) - 011-00982-000 729009

Compressor Oil Copeland, Type "V", 6-1 gallon - 011-00948-000 62387

Compressor Oil Copeland, Type "V", 5 gallon - 011-00949-000 729001

NOTE: Use PVE oil only for Bitzel compressor and Type "V" oil only for Copeland compressor.




